Clamping Pins Beftnoulli

Pin for QP.1
Zero Point Pin ﬁ . ,
Characteristics:
Pin with zero point. B /\ Y o
Application: 1 |
For mounting and positioning on fixture ' '
Plates, vise, chucks. Jigs or directly on <25y 25,
workpiece. < <3
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Part No. Bolt size Tightening Weight 1 N I
torque | ~ | ~
BU70100-118PA-M08 M8 35Nm 0.04 kg. $$ i I
T T
BU70100-118PA-M10 M10 60 Nm 0.04 kg. 2135

Diamond Pin @
| — Characteristics:

Pin with equalizer in one axis.
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Application: :
For mounting and positioning on fixtures - '
Plates, vise, chucks. Jigs or direct on o5 o5
Workpiece. o Mo
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Tightenin : hd : 3
Part No. Bolt size 19 9 Weight | |
torque X N X N
I ~ | =
BU70100-118PB-M08 M8 35 Nm 0.04 kg. o) @ i T
0|
BU70100-118PB-M10 M10 60 Nm 0.04 kg. [ | T
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Undersize Pin @
Characteristics:
L — Pin with zero point. f\ <
Application: 1
For mounting and positioning on fixtures o1
Plates, vise, chucks. Jigs or direct on 25y - >
workpiece. 28 _M10
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Part No. Bolt size Evhiching Weight | |
torque i N i ~
™~ N
BU70100-118PC-M08 M8 35 Nm 0.04 kg. = | |
BU70100-118PC-M10 M10 60 Nm 0.04 kg. 01;5 '
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